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“My crews have 11 
SourceOne Plugrs in the field. 
We use them all, from the 
Compact to the PRO HD. 
These machines are less 
strenuous to use and maneu-
ver a whole lot better than 
drum type aerators. I won’t 
buy anything else but a Plugr, 
there’s just nothing else that 
works this well. My crews go 
over a lawn once and it’s  
better than the someone else 
going over it twice. Plugr aer-
ators do an excellent job.”Ken Heltemes 

Weed Man, 
Raleigh, NC

Even better than the PL850 that it replaces, PL855 PRO HD hydrostatic drive  
aerator has features that no other aerator from any manufacturer can match. 

From its fingertip speed control knob to its simplified, self-propelled hydrostatic 
drive system, PL855 will provide more productivity per hour, superior  

aeration results and remarkably low maintenance costs. 

Like all Plugr reciprocating aerators, heat treated, high tensile strength, 
computer machined tines are driven into even hard soils with the 

cam action engine power instead of relying on gravity and bulky 
supplemental weights to result in soil penetration. PL855 PRO HD 

is especially effective on turf grasses and soils that are soft or 
spongy where self-propulsion keeps the aerator moving  

forward at an appropriate aeration speed.

The sleek new unibody construction, improved 
handle ergonomics, improved maintenance 

access and built-in quick release receiver 
hitch for an optional StepSavr make 

the new PRO HD the best value for 
the money in the walk-behind 
power aerator market.

Once you try PRO HD, you’ll 
never want to own another 

aerator.
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See Optional PL050 
StepSavr on Page 15

Model Number 	 PL855
Aeration Width Per Pass	 30"
Approx. Core Spacing	 2.25" x 8"
Rated Sq. Ft. Per Hour	 Up to 35,000
Core Depth	 Up to 2.75"
Minimum Gate Width	 36"
Number of Tines	 8
Approx. Operating Weight	 360#
Approx. Shipping Weight	 440#
Engine	 Honda GX200  
		  Commercial Grade OHV 
		  (Approx. 5.5 HP)

Easy Self-Propelled Loading

Easy, No-Tool 
Maintenance Access

TM

Tine Retractor Lever to Skip over 
Obstacles Without Slowing Down

Fingertip Speed 
Adjustment Knob

Ergonomic Tine and 
Drive Engagement 

Handle

Safety Shutoff  
Switch when Cover  

is Removed

Welded 
Unibody 

Construction

8 Cam Driven 
Tines12 Lubrication 

Points

Simplified Hydrostatic 
Front Wheel Drive

Hydrostatic 
Disengagement 
Lever for Free 

Wheel Transport

410/3.5 x 6" (12" tall) 
Pneumatic Tires

Honda  
GX200 OHV 

Engine

Two-Piece 
Removable Cover 

(not shown)

Built-In Quick Release Receiver Hitch 
for Optional PL050 StepSavr

®




